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2. SPECIFICATIONS: Delete the following listed pages and substitute the pages
attached hereto. On the revised pages, for convenience, changes are emphasized
by the amendment number in parentheses before and after changes from the previous
issue. All portions of the revised (or new) pages shall apply whether or not
changes have been indicated.

Delete Page Insert Page

05120-5 05120-5
4. DRAWING CHANGES: The following drawings shall be revised as stated below.
Bidders are requested to change their drawings for bidding purposes. Successful

bidder drawings will be issued to the successful bidder.

a. Sequence No 26, Sheet No. A7, BUILDING ELEVATION - NORTH AND SOUTH. On
Detail 1, North Elevation, change window type “E” to window type “D”.

b. Sequence No. 27, Sheet No. A8, BUILDING ELEVATIONS - EAST AND WEST.

(1) On Detail 2, West Elevation, change the one “D” window type with
three panes to window type “E”.

(2) On Detail 2, West Elevation, on the remaining window type “D” change
the height from “17’-3"" tco “11’-4"". The wall surface above the window will be
masonry to match adjacent.

(3) Change the title of Detail 1 from "“East Elevation” to “West
Elevation”.

(4) Change the title of Detail 2 from “West Elevation” to “East
Elevation”.

(5) Change the title of detail 2A from “West Elevation - Option No. 1”
to “East Elevation - Option No. 1”7.

c. Sequence No. 97, Sheet No. E13, POWER PANEL SCHEDULES.
(1) 1In electrical power panel MDP at breaker positions 13, 15 and 17,
delete the reference to the “monorail”. Make breaker 13, 15 and 17 a 3-pole, 20

amp spare.

(2) In electrical power panel R1 at breaker position 21, delete the
reference to “UH-2”. The circuit should only go to UH-1.
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(3) In electrical power panel R2 at breaker positions 12 and 14,
increase the breaker size from “30 amp” to “40 amp” and add “17C, 3#8, #10G” to
the NOTES column.

[/11/7//LAST ITEM////////
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8 PAINT

Paint shall conform to SSPC Paint 25.

PART 3 - EXECUTION

3.

1 FABRICATION

Fabrication shall be in accordance with the applicable provisions of AISC LRFD
Manual. Fabrication and assembly shall be done in the shop to the greatest
extent possible. The fabricating plant shall be certified under the AISC
quality certification program for Category II structural steelwork.
Compression joints depending on contact bearing shall have a surface roughness
not in excess of 500 micro inches as determined by ASME B46.1, and ends shall
be sguare within the tolerances for milled ends specified in ASTM A 36/A 36M.
Structural steel work does not need to be prime coated unless the steel will
be finish painted.

.2 ERECTION

Erection of structural steel shall be in accordance with the applicable
provisions of AISC LRFD Vol I.

.2.1 Structural Connections

Anchor bolts and other connections between the structural steel and
foundations shall be provided and shall be properly located and built into
connecting work. All structural steel bolted connections shall be tightened to
the "Snug Tight Condition" as defined in the applicable provisions of AISC
LRFD, Vol. I. Field welded structural connections shall be completed before
load is applied.

.2.2 Base Plates and Bearing Plates

Base plates for columns and bearing plates for beams, girders, and similar
members shall be provided. Column base plates shall be provided with full
bearing after the supported members have been plumbed and properly positioned,
but prior to placing superimposed loads. Separate setting plates under column
base plates will not be permitted. The area under the base plate shall be
damp-packed solidly with non-metallic high-strength non-shrink grout as
indicated on the drawings. Bearing plates for beams, girders, and similar
structural members shall be leveled and properly positioned prior to placing
the respective framing member. The area under the bearing plate shall be damp-
packed solidly with non-metallic high-strength non-shrink grout or embedded
into wet concrete as indicated on the drawings. Non-metallic high-strength
non-shrink grout shall be as specified in Section 03300 - CAST-IN-PLACE
STRUCTURAL CONCRETE.

.2.3 Field Priming

After erection, the field bolt heads, washers and nuts, field welds, and any
abrasions in the shop coat shall be cleaned and primed with paint of the same
quality as that used for the shop coat.
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